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CommLED::izys.. Company Profile

€&

B Low height region of pedestrian intensive, like

Explosion Proof Fixed Lights

W EX Mark: & Il 2G Ex

LED
UMM LIGHTING
SOLUTIONS

deopis IIC T5 Gl

offshore oil, chemical device platform, oil tankers of
various channels, cabin, etc.

b
®&I112D Ex op istb I1IC T95C Db,IP66

H Cable Entry: M20x1.5, M25x1.5, NPT3/4",

NPT1/2", G3/4"
Light output | Net weight o " Replaces
cS5401 Type Input voltage (V) | Wattage (W) ) e |Avplcation|  Size (mm) | FepEces
RoHS €S5401— L2x10 2x10W 1800 6.6 780x180x110 2x20W
class |,
IP zonef
90~264VAC 8zone2,
zone21
&zone22
CS5401— L2x20 2x20W 3600 10.7 1390x180x110 2x40W
.
B Suitable for oil production platform, oil refining B EXMark: ExnRIIC T6 Ge
platform, living platform, hazardous chemicals B Cable Entry: M20x1.5, M25x1.5, NPT3/4",
@ ships, shore machines and other hazardous areas. NPT1/2
Light output | Net weight . . Replaces
CS5402B Type Rated voltage (V) | Wattage (W) ) o) pp Size (mm) |Repiae .
C € CS5402B—L20 20w 2200 32 50W
% i . CS5402B—L30 30W 3300 32 700x182x68 | 50~70W
| - 120~240VAC
l & CS5402B—L40 40w 4400 3.4 zone2 100w
o5 CS5402B—L60 60W 6600 45 150W.
1150%182x68
CS5402B—L80 220~240VAC 80W 8800 47 175w
@ B Equipment area, stacking and stockyard, like B EXMark:® 112G Exd IIBT6 Gb
LED . petrochemical plants, chemical plants, pharmaceutical & 112D Extb 11IC T80C Db, IP66
LIGHTING C t f t plants, etc. M Cable Entry: G3/4"
chMlEn|SOLUTIONS cruicates d
csg'I 01 Type Input voltage (V) Wattage (W) Ligh('l’%‘;m"' Net(vl:;ght Application|  Size (mm) | Replaces MH
. . . . . o B
We are convinced that our leading role in future will also contribute to your success. csot01— 129 25W 2800 7ow
CS9101— L40H 40W 4200 100W
9 class |, 326x370x88
CS9101— L60H 60W 5900 zone' 150W
&zone2,
CS9101— L80OH 80W 7200 zone21 175W
&zone22
CS9101— L25L 18~43VAC/ 25W 2800 0 32637088 oW
18~55VDC
CS9101— L40L 40w 4200 100W
H Low height region like petroct | plants, ch | B EX Mark: Exde IIC T6 Gb
plants, power distribution room, cable channel of power
plant, etc. ] _
€S$9200 Type Inputvoltage (V) | wattage (w) | MO oSPU T NETMEIST T appication | ize (mm) [Ferees,,
g €S9200—L6 oW 500 18W
Z €S9200— L12 90~264VAC 12W 1000 13 2150140 22w
class I,
& €S9200— L20 20W 1500 zonel 45W
&zone2
/ €S9200—L6D G W 500 15 ots0etd0 18W
18~55VDC :
©S9200— L12D 12w 1000 22w
B Low and medium installation height region, like oil W EXMark: ®112GExdIIBT6 Gb
production, oil refining equiy platforms, i ®112DExtb [1ICT80C Db, IP66
plants, petrochemical plants, phar ical plants, Bl Cable Entry: G3/4"
polishing plants, etc.
CS9303 Type Input voltage (V) | Wattage (W) "ig"(',r‘,’")‘“’m Ne'(“,‘('gi)gh' Application|  Size (mm) | Replaces MH
- €S9303— L25H 25W 2400 50~70W
mil.-_lm CS9303— L40H 90~264VAC 40w 4300 4 class |, 2240160 100w
»” " zonet
\ CS9303— L60H 60W 5800 &zone2, 150W.
zone21
©S9303— L25L 25W 2400 &zone22 50~70W
R 185 1YACH 4 2240x160
€59303— L40L 40w 4300 100W.




W Suitable for oilfield, chemical industry, offshore
drilling platform, ship, cruise, steel industry,
petroleum etc.

B EX Mark: ®I11 2G Ex db e IIC T6/ T5/ T4 Gb

&I112D Extb IIIC T80'C/T95°C/T130°C Db,IP66

H Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)

M25x1.5, NPT3/4", G3/4" (P type)

M Suitable for oil drilling, refining platform, chemical
petrol factory, pharmaceutical factory, polishing

factory, etc.

B EX Mark: Exd IIC T4/ T5/ T6 Gb

Ex tD A21 T130°C/ T95°C/ T80°C

M Cable Entry: M20x1.5, M25x1.5, NPT3/4",

NPT1/2", G3/4"

€S9306P Type Input voltage (V) | Wattage (W) Lig"('lr‘::;""" Ne'(‘l‘(";)ig"‘ Application| Size (mm) | Replaces MH

. CS9306P— L30 30w 3500 70W
CS9306P— L40 40W 4600 100W

CS9306P— L50 90~264VAC 50W 5600 42 ©230x270 | 100~150W
CS9306P— L60 60W 7000 class |, 150W

zonet
CS9306P— L80 80w 8800 8zone2, 175W
zone21
Ve €S9306P— L30L 30w 3500 z0ne22 70W
CS9306P— L40L . 40W 4600 100W
18-43vac/ 42 ©230%270

CS9306P— L50L 50W 5600 100~150W
CS9306P— L60L 60W 7000 150W
CS9306S €S93065— L30 30w 3500 70W
CS93065— L40 40W 4600 100W

A4y €S93065— L50 90~264VAC 50W 5600 49 245x260x270 | 100~150W
:\‘l.. R CS93065— L60 60W 6900 dlass |, 150W

N Y (% zonel
VO e CS93065— L80 80W 8800 8zone2, 175W
R - zone21
= R CS93065— L30L 30W 3500 8zone22 70W
= K
N CS93065— L40L 18-43VAC/ 40w 4600 vo 100W
70

CS93065— L50L 18~55VDC 50W 5600 100~150W

CS93065— L60L 60W 6900 150W
#The lamp can be matched with a lens: 18°, 40°, 60°, 80, 100°, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K

W Suitable for
dri

ing platform, ship, cruise, steel industry,
petroleum etc.

oilfield, chemical industry, offshore

B EX Mark: &11 2G Ex db e IIC T4/ T3 Gb
&®112D Extb I1IC T130°C/T195C Db,IP66

H Cable Entry: M20x1.5, NPT 1/2" (P type/ S type)

M25x1.5, NPT3/4", G3/4" (P type)

CS9307P Type Input voltage (V) | Wattage (W) Ligh(‘"‘:“)‘“’”‘ Ne‘(rge)igh' Application| Size (mm) | Replaces MH
€S9307P— L100 100W 11500 250W
€S9307P— L120 120W 13200 class |, 250~400W

zonel
", €S9307P— L150 90~264VAC 150W 16800 64 &zone2, | @300x290 400W
zone21
4/ €S9307P— L200 200w 23700 8z0ne22 400-600W
>
-~ €S9307P— L240 240w 29100 600~800W
€S93075— L100 100W 11800 250W
CS93078— L120 120W 13600 class I, 250~400W
Zone1
) €S93075— L150 90~264VAC 150W 17300 7.5 820162, | 295x330x350 | 400W
& zone21
- €S93075— L200 200W 23300 E2elez2 400~600W
v €S93075— L240 240w 28400 600~800W.

#The lamp can be matched with a lens: 18°/25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K

W Suitable for

petrol factory, pharmaceutical factory, polishing

factory, etc.

oil drilling, refining platform, chemical

W EXMark: Exd IIC T4/ T5/ T6 Gb
Ex tD A21 T130°C/ T95°C/ T80°C

M Cable Entry: M20x1.5, M25x1.5, NPT3/4",
NPT1/2", G3/4"

CS9308P

et Pane,

I
I LU |h

-

Type Input voltage (V) | Wattage (W) ”9“&;‘;“"" Ne‘(:’;)igh' Application|  Size (mm) | Replaces MH
CS9308P— L30 30w 3500 70w
CS9308P— 140 40w 4600 100w
CS9308P— 150 50w 5600 3 2230x170 | 100-150W
CS9308P— L60 0w 7000 class |, 150W

zone1
©S9308P— 180 185~264VAC 80W 8800 8zone2, 175w
zone21
CS9308P— L30D 30w 3500 azone22 70w
CS9308P— L40D 18-43VAG/ 40w 4600 , et 100W
18~55VDC
CS9308P— L50D 50W 5600 100~150W
C59308P— L60D 60w 7000 150W

*The lamp can be matched with a lens: 18°/25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K

csg3oss Type Input voltage (V) Wattage (W) Ligh(tl::";'p“' NE'(KSQN Application |  Size (mm) Replaces MH
CS93085— L30 30w 3500 7ow
CS93085— L40 40w 4600 100W
90~264VAC
CS93085— L50 50w 5600 37 180%230%270 | 100~150W
CS9308S— L60 60W 6900 class I, 150W
zone1
CS93085— L80 185~264VAC 80W 8800 &zone2, 175W
zone21
CS93085— L30D 30W 3500 8zone22 70w
CS93085— L40D 18~43VAC/ 40w 4600 . 180x230%270 100W
18~55VDC :
CS9308S— L50D 50w 5600 100~150W
CS93085— L60D 0w 6900 150W
#The lamp can be matched with a lens: 18°/25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110° CCT: 3000K, 4000K, 5000K

B Suitable for ultra-high area, high temperature and high
humidity area and vibration environment, like docks,
offshore airports, container yard of transfer station,
stockyard, ultra-high plant, etc.

B EXMark: @113 G ExnR IIC T4/ T3

Ge

&I112DExtb IlIC T130°C/ T195°C, Db
M Cable Entry: M20x1.5, M25x1.5, NPT3/4",

NPT1/2", G3/4"

0893095 Type Rated voltage (V) Wattage (W) Ligh(tlrt')‘l;(put R (‘:;;gm Size(mm) Replaces MH
CS9309S— L240 240W 27200 600w
CS9309S— L300 300w 34600 600~1000W
100~277VAC 13 602x250x340
CS9309S— L400 400W 46600 1000W
RoH$
LM79 CS9309S— L480 480W 56800 >1000W
LM84
P CS9309S— L240— 18° 240W 23000 600w
A CS9309S— L300— 18° 300W 29200 600~1000W
100~277VAC 14 602x270%340
CS9309S— L400— 25° 400W 43000 1000W
5!
CS9309S— L480— 25° 480W 51500 >1000W
F -40 *The lamp can be matched with a lens: 18°/25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K

H Suitable for high installation height in moist
corrosive environment ,such as offshore drilling

B EX Mark:®11 2G Ex db IIC T5/ T4/

T3 Gb

®]112D Ex tb [1IC T95C/ T130°C/ T195°C Db

platform, oil Terminal, etc. Ideal to be used in B Cable Entry: M20x1.5, M25x1.5, NPT3/4",
the environment of flammable gas, steam and dust NPT1/2", G3/4
environment, such as petrochemical plant, chemical
Plant, coal washery, pharmaceutical factory, etc.
CS9700 Type Input voltage (V) Wattage (W) Lig"('""’]‘;'p"' Ne‘(:’s)igh' Application | Size (mm) | Replaces MH
CS9700— L60 60W 6800 150W.
RoHS
LM79 CS9700— L80 80W 8900 class|, 175W.
LM84 zone1l
CS9700— L100 90~305VAC 100W 11600 6.3 &zone2, | 300x202x332 250W
zone21
CS9700— L120 120W 13400 &zone22 250~400W
CS9700— L150 150W 16100 400W
CS9700— L200 200W. 22700 >400W
*Other beam angle available: 40°, 60°, 80°, 100°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K
B Used as a junction box and accessory for lighting B EX Mark:&112 GExdb IIC T6 Gb
equipment installed in hazardous areas like &I112DExtb I1ICT80C Db, IP66
petrochemical plants, chemical plants, M Cable Entry: M20x1.5, M25x1.5, NPT3/4",
phari ical factory, polishing plant, etc. NPT1/2", G3/4
CSO01A/ CSDO1B Type Rated voltage (V) Current (A) ”e'“‘(";e)'g"‘ Application|  Size (mm) Inlet Thread
| \ 12 CS01A class |, G3/4"
zone1
<500V 20 12 8zone2, | 185x185x75
m zone21 M20x1.5, M25x1.5,
. Cso01B &zone22 NPT3/4", NPT1/2",
G3/4"
CS02
class I,
R zone1 M20x1.5, M25x1.5,
I % Cs02 <500V 20 0.8 &zone2, | 116x116x76 NPT3/4", NPT1/2",
(3 ! zone21 G3/4"
&zone22




(HI 1111 == Explosion Proof Coal Mine Lights Industrial Fixed Lights CommLED s s

B Power plants, substations, chemical plants, metallurgical M Cable Entry: M16
M Flood light in this series can be used for stationary local M EX Mark: Exd | Mb plants and other indoor and outd ighti
illumination in coal mines and in other places on csa1 01 Type Input voltage (V) Wattage (W) Light output | Net weight Size (mm) Replaces MH
explosive hazardous gas(methane-mixtures),coal M Cable Entry: G3/4" (Im) (kg)
dust, etc. like coal mine tunnel, cavern, substations, pump T CS8101— L25 25W 2800 70W
foomleic CS8101— L40 40w 4200 100W
C€ Cs24/1271(A Type Input voltage () | Watiage (w) | 19T ouPot T Net weight Size (mm) Replaces MH = 90~264VAC 47 300x300x75
RoHS CS35/127L(A CS8101— L60 60W 5900 150W
C$48/ 127L(A CS24/127L(A) 24w 2000 70W D ] e e
L ~ CS35/127L(A) 90~264VAC 35W 3200 41 422x177x77 100w ) 88101 25D 20 260 oW
g8/ CS8101— L40D Sgisvacy 40w 4200 47 300%300%75 100W
v, e i
Im/,,,%d Sk CS48/127L(A) 48W 3900 100~150W CS8101— L60D s0W 5900 150W
B Power plants, substations, chemical plants, metallurgical M Cable Entry: M16
plants, docks and other indoor and outdoor lighting.
[ ] Flood' Ilgh's in t_hls series can be use(.:l for stationary M EX Mark: Exd I Mb 0881 oz Type Input voltage (V) Wattage (W) nghl( Ifr)Tl‘J)tDut "9‘(:;9"‘ Size (mm) Replaces MH
local illumination in coal mines and in other places on
explosive hazardous gas(methane-mixtures),coal M Cable Entry: G3/4" Cs8102—L80 80w 8800 175W~250W
dust, etc. like coal mine tunnel, cavern, substations, pum
ro:rtr‘l :-tc coa t b b SIS, (U C88102— L100 100W 11000 5.2 322x363x150 250W
, etc.
7 i | v CS8102— L120 120w 12200 250W~400W
€S20/127L(C) Type Inputvoltage (V) | Wattage (W) L'Q“(‘I;‘;'p“‘ Ne‘(;’;)'g"‘ Size (mm) Replaces MH i | ooy
CS8102— L150 90~305VAC 150W. 16500 400W
C$30/127L(C) 6.2 417x363%150
CS45/127L(C) CS20/127L(C)—P 20w 1950 50W ©S8102— L180 180W 18900 400W~600W
9 =/ CS8102— L240 240W. 25200 72 512x363x150 600W.
AR CS30/127LC)— P 90~264VAC 30w 2750 27 ©230%180 70W CS8102— L300 300W 31500 82 607x363x150 600~1000W
s‘“'-‘% #The lamp can be matched with a lens: 80°x100°.
-y
<= = CS45/127L(C)— P 45W 4100 100w
M Power plants, substations, chemical plants, metallurgical W Cable Entry: M20
plants, docks and other indoor and outdoor lighting.
Light output | Net weight N
Input voltage (V) Wattage (W) Size (mm) Replaces MH
B Flood light in this series can be used for stationary B EX Mark: Exd | Mb CS8302 Type B ge (V) ge (W) (im) (kg) (mm) o
local illumination in coal mines and in other places on CS8302— L80 80W 7600 150W.
explosive hazardous gas(methane-mixtures),coal B Cable Entry: G3/4" Vs Ces307_ L100 oo 2000 p
dust, etc. like coal mine tunnel, cavern, substations, pump = 90~305VAC 8 380%270x427
room, etc. 7 CS8302— L120 120w 10200 175~250W
€S20/127L(C) Type Input voltage (V) | Wattage (W) “9"(‘“‘1’1‘;"’“‘ Ne'(‘lf;)'g"' Size (mm) Replaces MH CS8302— L150 150w 11250 250~400W
€S30/127L(C) *The lamp can be matched with a lens: 5°(80~120W), 50°(80~150W).  CCT: 3000K, 4000K, 5000K
CS45/127L(C) CS201127LC)—S 20W 1950 50W

B Suitable for plant lighting to high, medium and low M Cable Entry: G3/4"
CS30/127L(C)—$ 90~264VAC 30W 2750 32 218x230%268 oW installation height region with demanding high
temperature performance.
€S8501 Type Input voltage (V) | Wattage (W) Lig"a;‘;“’”‘ Ne'(‘l:’:)'gh‘ Size (mm) Replaces MH
CS45/127LC)— S 45W 4100 100W
CS8501— L80 80w 7600 150W.
P! CS8501— L100 100W 9000 175W.
o 90~305VAC 75 2380x270
‘m* CS8501— L120 120W 10200 175~250W
//// \
I . . T CS8501— L150 150W 11250 250~400W
H Flood light in this series can be used for stationary B EX Mark: Exd | Mb (
local illumination in coal mines and in other places on - #The lamp can be matched with a lens: 50°, 65°. CCT: 3000K, 4000K, 5000K
explosive hazardous gas(methane-mixtures), coal M Cable Entry: G3/4
dust, etc. like coal mine tunnel, cavern, substations, pump
room, etc. M Suitable for oil drilling, refining platform, chemical petrol
T 7 factol h ical factol lishing factory, etc.
€S30/127L( A) Type Input voltage (v) | Wattage (w) | " puteet Ne'(‘;g')gh‘ Size (mm) Replaces MH ry, phar Y F 2 1Y T
c E CS8502 Type Input voltage (V) Wattage (W) im) ) Size (mm) Replaces MH
RoHS CS8502— L60 60W 7000 22 2230x175 150W
LM79
CS30/127L(A) 90~264VAC 30W 2600 4.4 ©200%218 70W Lms4 C88502— L80 8ow 8800 2.6 2230180 175w
ly ©$8502— L100 100W 11600 250W
90~305VAC
CS8502— L120 120W 12700 250~400W
48 2300x235
*Material is 304 stainless steel 5! EEEERR—LiED LB {EEE B
E' C€S8502— L200 200w 23700 400W~600W
=40 *The lamp can be matched with a lens: 25°, 40°, 60°, 80°, 100°,200°.  CCT: 3000K, 4000K, 5000K




C€

RoHS
LM79

43

RoHS$
LM79
LM84

%
P

M Suitable for

low ir

ion height region in high

temperature, high humidity and vibration corrosive
environments, like offshore platforms, ship transport
corridors, passages, etc.

CS8603P

M Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)
M25x1.5, NPT3/4", G3/4" (P type)

Type Inputvoltage (V) | Wattage (W) Lig“(‘""’]‘;‘p"‘ Ne‘(ﬁ’;)ig"‘ Size (mm) Replaces MH
CS8603P— L30 30w 3500 70w
CS8603P— L40 40w 4600 100W
CS8603P— L50 90~305VAC 50 5600 42 2230%270 100~150W
CS8603P— L60 B0W 7000 150W
CS8603P— L80 80w 8800 1750
CS8603P— L30D 30w 3500 70w
CS8603P— L40D 40w 4600 100W
CS8603P— L50D 16°59V00 50w 5600 2 0250270 100~150W
CS8603P— L60D 60w 7000 150W
CS8603S— L30 30w 3500 oW
CS86035— L40 40w 4600 100w
CS8603S— L50 90~305VAC 50w 5600 4.9 245x260x%270 100~150W
CS86035— L60 50w 6900 150W
CS86035— L80 B0W 8800 o
CS86035— L30D 30w 3500 70w
CS86035— L40D 20w 4600 100w
CS8603S— L50D 13:223};’%{ 50W 5600 49 245x260x270 100~150W
CS86035— L60D 50w 6900 150W

*The lamp can be matched with a lens: 187, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K

B Suitable for low installation height region in high
temperature, high humidity and vibration environment, like

offshore plat

tforms, ship transport corridors, passages, etc.

W Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)
M25x1.5, NPT3/4", G3/4" (P type)

CS8605P Type Input voltage (V) | Wattage (W) Lig"('"‘:“;‘p”‘ Ne‘(ﬁ’gg"‘ Size(mm) Replaces MH
CS8605P— L100 100W 11500 250w
CS8605P— L120 120w 13200 250-400W
CS8605P— 1150 90~305VAC 150W 16800 6.4 ©300x290 400w
CS8605P— L200 200w 23700 400~600W
CS8605P— 1240 240w 29100 600-800W
CS8605S CS86055— L100 100W 11800 250W
f " Y CS8605S— L120 120W 13600 250~400W
,’\.\\ " i« N CS86055— L150 90-305VAC 150W 17300 7.5 295x330x350 4000
\\i‘ =1 CS86055— L200 200w 23300 400-600W
\\\‘_\\\ CS8605S— L240 240W 28400 600~800W
CS8605S CS86055— L100— 18° 100w 10000 250W
/)/ CS86055— L120— 18° 120 11500 250~400W
= s CS8605S— L150— 18° 90~305VAC 150W 14600 8 295%350%350 400W
m'“s o CS86055— L200— 25° 2000 21500 400-600W
[y CS86055— L240— 25° 240W 25500 600~800W

#The lamp can be matched with a lens: 18°/ 25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K

B Suitable for ultra-high area, high temperature and high
humidity area and vibration environment, like docks,
offshore airports, container yard of transfer station,

stockyard, ultra-high plant, etc.

CS8606S

W Cable Entry: M20x1.5, M25x1.5, NPT3/4",
NPT1/2", G3/4"

T Input voltage (V) | Wattage (W) '-igh(‘lr‘;‘;"’“‘ Net (“,Zgi)g'“ Size (mm) Replaces MH
CS8606S— L240 240W 27200 600W
CS86065— L300 3000 34600 600~1000W
CS86065— L400 400 46600 ° 0 1000W
CS8606S— L480 480W 56800 >1000W

CS86065— L240— 18° 240 23000 500w

CS86065— L300— 18° 300 29200 600~1000W
14 602x270%340

CS8606S— L400— 25° 400W 43000 1000W

CS86065— L480— 25° 480w 51500 >1000W

#The lamp can be matched with a lens: 18°/25°, 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K

B Low installation height region in high temperature and

humidity and moderately corrosive environments, like

W Cable Entry: G3/4", M25x1.5

Power plants, ch | plants, gical plants
transport corridors, etc.
c E €S8607P Type Input voltage (V) | Wattage (W) ”9“(‘"‘:“)"”“‘ Ne‘(r(";gh' Size (mm) Replaces MH
RoH$ ©58607P— L30 30w 3500 70w
LM79 /[n\
CS8607P— L40 40w 4600 100W.
LM84 IaE d \ 90~264VAC
P m CS8607P— L50 50W 5600 3 ©2230%170 100~150W
A — e CS8607P— L60 60W 7000 150W.
R CS8607P— L8O 185~264VAC 80W 8800 175W.
CS8607P— L30D 30w 3500 70W
CS8607P— L40D - 40w 4600 100W.
Seisvacy 3 2230x170
CS8607P— L50D 50W 5600 100~150W
CS8607P— L60D 60W 7000 150W.
CS8607S CS86075— L30 30W 3500 70W
CS8607S— L40 40w 4600 100W.
ogn 90~264VAC
N CS86078 — L50 50W 5600 37 180x230x270 100~150W
% 4 CS86075 — L60 60W 6900 150W.
\ X
Y CS8607S— L8O 185~264VAC 80W 8800 175W.
-
S CS8607S— L30D 30W 3500 70W
~a
CS8607S— L40D 18~43VAC/ 40W 4600 a7 0 100W
CS8607S— L50D =6 50W 5600 ’ 100~150W
CS8607S— L60D 60W 6900 150W.
#The lamp can be matched with a lens: 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K
M Suitable for road of variety industrial plant area.
C€ Cs8702 Type Inputvoltage (V) | Wattage (w) | 197 o0fput [ Netureiht Size (mm) Replaces HPS
CS8702— L60 60W 6600 150W
CS8702— L80 80W 8800 150W~250W
6.5 520x315%100
CS8702— L100 100W 11000 250W
CS8702— L120 90~305VAC 120W 13200 250~400W
CS8702— L150 150w 16500 400W
7.5 615x315%100
CS8702— L180 180W 18900 400~600W
CS8702— L240 240W 25200 85 710x315x100 600W
B Suitable for low installation height area of variety
industrial plants ducts, power distribution, walkways, etc.
Tight output | Net weight - Replaces
csssoo Type Input voltage (V) Wattage (W) (im) (ko) Size (mm) Fluorescent lamp
CS8800— L6 oW 600 12w
CS8800— L12 90~264VAC 12w 1200 1 180x130x66 22W
. CS8800— L20 20W 1700 45W
CS8800— L6D ARG W 600 , Je0eta0ees 12w
18~55VDC
CS8800— L12D 12w 1200 22W
B Chemical plants, docks, metallurgical plants and W Cable Entry: M20x1.5, M25x1.5, NPT3/4",
other high-temperature performance for NPT1/2", G3/4
demanding industrial environments.
05971 0 Type Input voltage (V) Wattage (W) Ligh(tl::;‘pu' Na(\:;)igm Size (mm) Replaces MH
€S9710—L80 80W 8900 175W
CS9710—L100 100W. 11600 250W
CS9710—L120 90~305VAC 120W. 13400 6.3 300x202%332 250~400W
CS9710— L150 150W. 16100 400W
- CS9710— L200 200W 22700 >400W

#Other beam angle availabl

le: 40°, 60°, 80°, 100°, 60°

*x80°, 90°x110°.

CCT: 3000K, 4000K, 5000K




LED
“MM LIGHTING
SOLUTIONS

Emergency Lights

&

oil, chemic:

CS5401J

2 >

AV

55
)

P

B Lowi I}

B Low height region of pedestrian intensive, like offshore

channels, cabin, etc.

W EXMark: ®112GExdeopislICT5Gb

&I112DExopistbIlICTI5C Db, IP66

M Cable Entry: M20x1.5, M25x1.5, NPT3/4",
NPT1/2", G3/4"

al device platform, oil tankers of various

Inputvoltage| Wattage | Emergency | Lightoutput | Emergency | Net weight — - orben
Type ) W) | wattage (W) (Im) duration (min)] (kg) Application | - Size (MM) | £y rescent lamp)
6.6(Lamp)/
1800(Normal)! :
CS5401J— L2x10 2x10W 1x10W 180min | 2.9(Emergency 780x180%x110 2x20W
900(Emergency) box) class |,
zonel
90~264VAC &10"2912'
Z0ne
13600(Normal)/ 10.7(Lamp)’ | &zone22
€S5401J— L2x20 2x20W | 1x20W  [igo0Emengency) 90 2.9()Emergency 1390x180%110  2x40W.
0

*Equipped with explosion proof emergency box CSP01; only one tube lighting when emergency.

=
P
®

plants, chel
plant, etc.

Wattage Net weight o N
Type Input voltage (V) i) duration (min) | voltage (V) ) Application Size (mm)
é ; 1 30W 60min
class |,
zonel
CSPO1 90~264VAC 20W 90min 220VDC 2.9 &zone2, 238x222x106
zone21
&zone22
10w 180min
5
B Equipment area, stacking and stockyard, like B EX Mark: Ex d IIB T5/T6 Gb
petrochemical plants, chemical plants, pharmaceutical Ex tD A21,IP66,T95°C/T80°C
plants, etc. B Cable Entry: G3/4"
Input voltage |Wattage' Net weight N
@ GS9101A Type ) W) | wattage (W) | light output (im) | duration (min) | (kg) | Size(mm) | Replaces MH
CS9101B CS9101A—L25— 15 25W 15W 1800 70W/ 35W
c E P i asass wl CS9101A—L40— 15 | 90~264VAC | 40W 15W 1800 120min 9 370x326x88 | 100W/ 35W
% d CS9101A— L60— 15 60W 15W 1800 150W/ 35W
V H CS9101A—L25— 25 25W 25W 3000 70W/ 50W
i CS9101A—L40—25 | 90~264VAC | 40W 25W 3000 70min 9 370x326x88 | 100W/ 50W
CS9101A— L60— 25 60W 25W 3000 150W/ 50W
CS9101B—L15 / 15W 1800 120min 135W
9 370x326x88
CS9101B—L25 / 25W 3000 70min 150W

B Suitable for emergency lighting to low installation height
region in extreme climate, like offshore oil, chemical
equipment platforms, tankers, ships, docks, piers, etc.

height 1t area like petrochemical B EXMark: &I112 GExd 1IC T6 Gb
mical plants, pharmaceutical factory, polishing ®I112DExtbI1ICT80C Db, IP66
W Cable Entry: M20x1.5, M25x1.5, NPT3/4",
NPT1/2", G3/4"

Emergency Output

BMEXMark:&112GExdbellICT6/T5Gb

® 112D Extb I1IC T80'C/T95°C Db, IP66
W Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)

M25x1.5, NPT3/4", G3/4" (S type)

Input volta Watt: Ei Net weight - n
c s 9 30 6A P/ BP Type npu OV/D) ge a( wa)ge w::farg:?% hgfﬂ":ﬁ’;i{m) dfr"a‘:l’g‘j’::};‘ ) (“'(‘;)'9 Application | Size (mm) | Replaces MH
CS9306AP— L40— 15 o 15W 1800 120min 100W/ 35W
- dlass |,
CS9306AP— L40— 25 25W 3300 70min Zzoned 100W/ 50W
90~264VAC 4.2 &zone2, | @230x270
CS9306BP— L15 15W. 1800 120min zone21 135W
/ &zone22
RoHS CS9306BP— L25 25W 3300 70min /50W
LM79
CS9306AS— L40— 15 15W 1800 120min 100W/ 35W
0 class |,
CS9306AS— L40— 25 25W 3300 70min Zzoned 100W/ 50W
90~264VAC 4.9 &zone2, |245x260x27
CS9306BS— L15 15W 1800 120min zone21 /35W
/ &z0ne22
CS9306BS— L25 25W 3300 70min /50W

*The lamp can be matched with a lens: 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K

H Power plants, substations, chemical plants, metallurgical
plants and other indoor and outdoor emergency lighting.

M Cable Entry: M16

Type Inpu‘(‘\lf;mge nge wattage (W) | light output (im) | duration (min) Ne'(fge)i oM | size (mm) | Replaces MH
CS8101A— L25— 15 25W 15W 1800 70W/ 35W
CSB101A—L40— 15 | 90~264VAC | 40w 150 1800 120min 47 |300x300%75| 100W/ 35W
CS8101A— L60— 15 60W 15W 1800 150W/ 35W
CS8101A— L25— 15 25W 25W 3000 70W/ 50W
CSB101A—L40— 15 | 90~264VAC | 40w 25W 3000 70min 47 |300x300%75| 100W/ 50W
CS8101A— L60— 15 60W 25W 3000 150W/ 50W

Cs8101B— L15 ! 15W 1800 120min 135W
47 |300x300x75
CS8101B— L25 / 25W 3000 70min /50w
* CS8101B— L15, CS8101B— L25 only have emergency lighting function.

M Suitable for emergency lighting to low installation height
region in high temperature and humidity and vibration
corrosive environments, like offshore platforms, ship
transport corridors, passages, etc.

W Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)

M25x1.5, NPT3/4", G3/4" (P type)

Tnput voltage [ Waftage Netweight| o
CS8 6‘0 3AP/BP Type v) W) | wattage (W) |light output (im) | _duration (min)| (kg) | Sz°(mm) | Replaces MH
CS8603AP— L40—15 15W 1800 120min 100W/ 35W
40w
CS8603AP— L40—25 25W 3300 70min 100W/ 50W
4 42 | @230%270
CS86038P— L15 15W 1800 120min 135W
/
CS8603BP— L25 25W 3300 70min 150W
CS8603AS— L40—15 15W 1800 120min 100W/ 35W
40W
CS8603AS— L40—25 25W 3300 70min 100W/ 50W
. 49 | 245%260x270
CS8603BS— L15 15W. 1800 120min 135W
/
CS860385— L25 250 3300 70min /50w
#The lamp can be matched with a lens: 40°, 60°, 80°, 100°, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K

M Suitable for emergency lighting to low installation height
region in high temperature and humidity and vibration
corrosive environments, like offshore platforms, ship
transport corridors, passages, etc.

M Cable Entry: M20x1.5, NPT1/2" ( P type/ S type)

M25x1.5, NPT3/4", G3/4" (P type)

Input voltage |Wattage' Net weight .
CS8603A1P/B1P) Type V) W) | wattage (W) | light output (im) | duration (min)|  (kg) | S'2@(mm) | Replaces MH
CSB603A1P—L40—15 15W. 1800 240min 100W/ 35W
40w
CSB603A1P—L40—25 25W 3300 140min 100W/ 50W
5.2 ©260%270
CS8603B1P—L15 15W. 1800 240min 135W.
St g
e CS8603B1P—L25 25W 3300 140min 150W.
CS8603A1S/B1S|csssoznts—Lao—15 15W 1800 240min 100W/ 35W
40w
1y CSB603A1S—L40—25 25W 3300 140min 100W/ 50W
59  |245x260x270
CS8603B1S—L15 15W. 1800 240min 1350
/
CS8603B1S—L25 25W 3300 140min /50W.
*The lamp can be matched with a lens: 40°, 60°, 80°, 1007, 200°, 60°x80°, 90°x110°. CCT: 3000K, 4000K, 5000K
M Power plants, substations, chemical plants, metallurgical
plants and other indoor and outdoor emergency lighting.
input voltage |Watlage Netweight | o Replaces
% gggg} g‘B\ Type ) W) | wattage (W) | light output (im) | duration (h) | (kg) | S©z°(Mm) lamp
CS8810A—A 12w oW 600 28W
. CS8810B—A 6w 4w 300 18W
0 >10 2 180x130%65
CS8810A—M 12w oW 600 28W
[ IS
CS8810B—M 6w 4w 300 18W
- *CS8810A—A, CS8810B— A for auto emergency, CS8810A— M, CS8810B— M for the manual emergency.




HI' 111 ESE® Explosion Proof Portable Lights

CS3210

Light source 30W LED
Rated capacity 12Ah 24V
Runtime 12hrs(High) / 24hrs(Low)
Ex Mark Ex de IIC T6 Gb

Flood

Application: This product is widely used as mobile lighting for all kinds of
night work tasks, repairing, inspection and accident relief etc.

€S6210

% Light source 1W LED
c € Rated capacity 5.2Ah 3.7V
. 8hrs(High) / 40hrs(Low)
RoHS$ Runtime 55hrs(Flood)
Ex Mark Exib [IC T5 Gb

Application: It is widely used as mobile lighting in the power station, oil filed,
chemical industry, fire fighting, police, military and other hazardous areas.

CS6610A
Light source 3x3W LED
Rated capacity| 5.2Ah 11.1V
Runtime 7hrs(High) / 13hrs(Low)
Ex Mark Ex de IIC T6 Gb

Application: This product is ideal for use in patrol, inspection, repairing and
other night work tasks in explosive and flammable atmosphere.

Ex] CS7300A

CS7300B
P Light source 3W/ 1W LED
A [ Rated capacity | 2.6Ah 3.7V
(€3 [cS7300A| _ anrs(High) / 10hrs(Low)
Runtime
RoHS [cs73008 | 8hrs(riigh) / 18hrs(Low)
Ex Mark Exd IIC T6 Gb

Application: This product is used in the fields of electric power, fire fighting,
petrol, petrochemical, metallurgy, etc. It can also be used for signal
communication.

[Ex
CS4100B

=
\\ Col ilabl Red, Blue, Yellow,
L Cller EVEIERD Green, White.
-

Flashing frequency 2.7Hz

Runtime 500hrs
Ex Mark ExiallC T5 Ga

Application: It can serve as signal communication tools in hazardous area
such as construction, fire fighting, rescue etc.

CS6310A
CS6310B
Light source 1W LED
Rated capacity 1.4Ah 3.7V
[cse310A| 4hrs(High) / 8hrs(Low)
[cs63108|  8hrs(High) / 16hrs(Low)
Ex Mark Exib IIC T4 Gb

Runtime

Application: It is the ideal lighting solution for workers in power station, oil
filed, chemical industry, fire fighting, military and other hazardous areas.

cs7101

Light source 3x3W LED
Rated capacity 2.6Ah 22.2V

11hrs(High) / 16hrs(Low)
20hrs(Flash)

Ex Mark Exdib IIC T6 Gb

Runtime

Application: It is the ideal lighting solution for workers in power station, oil
filed, chemical industry, fire fighting, military and other hazardous areas.

[EX CS7500A CS7500B
CS7500C

Light source 5W/ 3W/ 1W LED
% Rated capacity| 5.2Ah 3.7V

C€ [CS7500A _4hrs(High) / 10hrs(Low)
Runtime [CS75008| _ 6hrs(High) / 10hrs(Low)
|cS7500C| _ 12hrs(High) / 20hrs(Low)

Ex Mark ExdIIC T6 Gb

Application: It is ideal for the night work tasks in explosive area such as fire
fighting, gas station, power station, police, inspection and other hazardous
areas.

Industrial Portable Lights

CS3320A CS3320B

Light source 45W/35W HID
Input voltage range DC(9~28V)
CS3320A 3,200 Im
Light output;
CS83320B 4,100 Im

Application: It is ideal to be used in the wild, road or on the sea for
searching, patrol, rescue etc.

~N[E]

CS7600

=
Light source 1W LED
c € Rated capacity 4.4Ah 3.7V
Runti 10hrs(Worklight)
RoHS L 30hrs(Signal light)

Application: It is used at railway, aviation and other transportation area and
some special fields, serving as signal indication, safety warning and normal
illumination.

CS7610

Light source 1W LED

Rated capacity 4.4Ah 3.7V

Runtime 10hrs

Application: It is used at railway, aviation and other transportation area and
some special fields, serving as normal illumination and emergency lighting.

€$3500D

Specification Unit CS3500D
Rated voltage VAC 220 220
Power of lamp head | W | 2x150 2x240
Light output Im | 2x17300 | 2x26700
IContinuous working time| h 13
Minimum lifting height | mm 1,750
Maximum lifting height | mm 4,500
Rated power [ W 2,000
Generator
Rated volume | L 15
Beam angle 60°x80°/25°

Application: It is applicable to large and high brightness lighting in the
operation sites of large scale construction, rescue and maintenance, accident
handling, disaster relieve, etc.

~ CS3500F

Specification Unit CS3500F
Rated voltage VAC| 220 220
Power of lamp head | W 4x60 4x100
Light output Im | 4x6500 | 4x9000
Remote control . —

(Continuous working time| h 13
Minimum lifting height | mm 1,750
Maximum lifting height | mm 4,500

Rated power | W 2,000

Generator

Rated volume | L 15
Beam angle 60°x80°

Application: It is applicable to large and high brightness lighting in the
operation sites of large scale construction, rescue and maintenance, accident
handling, disaster relieve, etc.

LED
0MM LIGHTING
SOLUTIONS

€S6220
Light source 1W LED
( E Rated capacity | 5.2Ah 3.7V
RoHS Runtime 8hrs(High) / 40hrs(Low)

55hrs(Flood)

Application: This product is suitable for inspection, repairing, rescue and
some other night work tasks.

CS7600A

Light source LED

N

Rated capacity | 4.4Ah 3.7V

Runtime 14hrs

Color Red, Green, Yellow

Application: It is used at railway, aviation and other transportation area and
some special fields, serving as signal indication, safety warning and normal
illumination.

CS7710 CS7710A

Light source 1W/3W LED
Rated capacity 2.6Ah 3.7V
CS7710 3hrs(High) / 10hrs(Low)
Runtime

CS7710A | Shrs(High) / 19hrs(Low)

Application: It is widely used in the public security department, railway,
military, police, transportation, civil aviation, inspection and customs
preventive officer etc.

_ CS3500E

N

Specification Unit CS3500E
Rated voltage /AC 220 220
Power of lamp head (W | 4x150 4x240
cemote el Light output Im |4x17300 (4x26700
Continuous working time | h 13
Minimum lifting height |mm 1,750
Maximum lifting height [mm 4,500
Rated power | W 2,000
Rated volume | L 15
Beam angle 60°x80°

Application: It is applicable to large and high brightness lighting in the
operation sites of large scale construction, rescue and maintenance,
accident handling, disaster relieve, etc.

€S3520C
Specification Unit CS83520C
Rated voltage VAC 220 220
Power of lamp head | W 2x60 2x100
Light output Im | 2x6500 | 4x9000
IContinuous working time| h >6
Minimum lifting height | mm 1,450
Maximum lifting height | mm 2,800
Rated power | W 900
Generator
Rated volume | L 3.8
Beam angle 18°/60°x80°

Application: This product is suitable for use as large area illumination
solution at the working sites of constructions, maintenance, repair, accident
spot, and disaster relief etc.



ATEX certified instrumentation from Endress+Hauser

| EEX@| KEMA 234 X

At this moment there are three

directives for equipment

intendedfor use in Hazardous
Group Il (Surface (non-mining) equipment) Area:

Category Zone
82/139/EEC(Mines)
Will be valid until June 30, 2003

1G (gas) 0 (gas) Only Electrical Equipment

1D (dust) 20 (dust)

761M17/EEC (Surface Industries)
26 (gas) 1(gas) Will be valid until June 30, 2003
2D (dust) B(Ehe) Only Electrical Equipment

3G (gas) 2(gas) New directive

3D (dust) 22 (dust) 94/9/EC (ATEX) valid since
March 1,1996 mandatory July 1, 2003
All Equipment, Protective Systems and
Components

It will be mandatory to re-certify equipment certified under the old directives
if you want to sell this equipment after July 1, 2003.

T4

Temperature Classification

Degree F IEC/European  North American*' .
IEC / European American*’

842 T il Practice Zone Practice  Division
572 T2 T2 Explosion-proof 1,2 Explosion-proof 1,2
536 T2A Ex »d«
500 128
446 T2C
T2D Pressurization Purging
EX «pe
392 T3
356 T3A
329 3B
320 T3C
275 T4 T4 Oil-immersion : Oil-immersion
248 T4A Ex »0«
5 5
T6 T6 Powder filling Not recognized
! for comparison only Ex «qu

Encapsulation Not recognized
Ex «me

Increased safety Not recognized
Ex»e«

Intrinsic safety 0, 1,2 Intrinsic safety
Ex »ia« (20, 21, 22)*

Europe North America*1

Groupl  Group D (gaseous mines) Intrinsic safety Not recognized
Ex »ib«

Group lIC  Class |, Group A
Group lic  Class |, Group B
Group I8 Class |, Group C
GroupllA  Class |, Group D

Typen Non incendive
Exone

0(1,2) Not recognized
- Class II, Group E
- Class II, Group F
= Class Il, Group G ignitable

Protection by 20, 21,22 NEC Section 904 1,2
Class Il enclosure and
temperature limitation

Certified Instrumentation from Endress+Hauser for North America

L RO

Class | Class | 1S
Division 1 Zone 0 Class |

Division 1

Group A,B,C8D

Group A.B,C8D
T4

T4

Approximate
equivalent
1P-Code

(IEC 60529)

— IP10 Gas

P11 Dust

P54 Gas, Dust
and Fibers

Gas

Hydrogen Class I/Group B or IC

Propane Class /Group D or IIA

Metal Dust Class |I/Group E

Grain Dust Class |/Group G

(I'emperature Code
and Temperature Class




